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SPECIFICATIONS

MODEL # 3601 (AC MODELS)
VIBRATING HORN

SPECIFICATIONS:

MODEL 3601 3601-230

OPERATING VOLTAGE 120 VAC, 50/60Hz 240 VAC, 50/60Hz

CURRENT 0.22 A 0.09 A

POWER 26.4 VA 21.6 VA

OUTPUT AT 10 FT (3.05 m) 100 dB(A)

OUTPUT AT 30 FT (9.15 m) 90.46 dB(A)

OUTPUT AT 70 FT (21.34 m) 83.1 dB(A)

OUTPUT AT 100 FT (30.48 m) 80 dB(A)

MATERIAL AND FINISH Horn housing: Die-cast aluminum, gray enamel finish.
Horn mounting box: Die-cast aluminum, gray enamel finish.

ADJUSTMENT Volume adjustment using set screw located on grille front

DIMENSIONS 4.53” x 4.53” x 3.66” (115.1 mm x 115.1 mm x 93.0 mm)

MOUNTING Mounts on 1/2” or 3/4” NPT conduit, or to any flat surface

TEMP. RANGE -65°F to +150°F (-54°C to +66°C)

ENVIRONMENTAL NEMA 4X /1P65 / IP69K

CERTIFICATIONS UL and cUL Listed

NET WEIGHT 2.7 Ibs (1.2 kg)

SHIPPING WEIGHT 2.8 Ibs (1.2 kg)
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OPTIONAL ACCESSORIES:

MODEL # DESCRIPTION
USC-1000 UNIVERSAL SYSTEM CONTROLLER

(PROVIDES LOGGING AND REMOTE NOTIFICATIONS)
TG-CAM-1010 NETWORK CAMERA

(PROVIDES SNAPSHOT IMAGES AND VIDEO RECORDINGS)

Additional accessories and warning devices are available from Trigg Industries LLC.
Contact sales@triggindustries.com for details.

ALL PICTURES SHOWN ARE FOR ILLUSTRATION PURPOSE ONLY.
ACTUAL PRODUCT IMAGE MAY VARY DUE TO PRODUCT ENHANCEMENT.
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